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Channel designators 

Transmitting frequencies 
(MHz) 

Ship station Coast sta-
tion 

24 ............................................... 157.200 161.800
84 ............................................... 157.225 161.825
25 ............................................... 157.250 161.850
85 ............................................... 157.275 161.875
26 ............................................... 157.300 161.900
86 ............................................... 157.325 161.925
27 ............................................... 157.350 161.950
87 ............................................... 157.375 161.975
28 ............................................... 157.400 162.000
88 ............................................... 157.425 162.025

1 Guard band. 

[51 FR 31213, Sept. 2, 1986; 52 FR 35246, Sept. 
18, 1987, as amended at 54 FR 40059, Sept. 29, 
1989]

§ 80.872 The VHF radiotelephone in-
stallation. 

The VHF radiotelephone installation 
includes: 

(a) A VHF radiotelephone trans-
mitter, 

(b) A VHF radiotelephone receiver, 
(c) A power supply, 
(d) An antenna system.

§ 80.873 VHF radiotelephone trans-
mitter. 

(a) The transmitter must be capable 
of transmission of G3E emission on 
156.300 MHz and 156.800 MHz, and on fre-
quencies which have been specified for 
use in a system established to promote 
safety of navigation. Vessels in waters 
of other Administrations are required 
to communicate on any channel des-
ignated by that Administration for 
navigational safety in the bands speci-
fied in § 80.871(d). 

(b) The transmitter must be adjusted 
so that the transmission of speech nor-
mally produces peak modulation with-
in the limits of 75 percent and 100 per-
cent. 

(c) The transmitter must deliver a 
carrier power between 8 and 25 watts 
into a 50 ohm effective resistance. Pro-
vision must be made for reducing the 
carrier power to a value between 0.1 
and 1.0 watts. 

(d) The transmitter complies with 
the power output requirements speci-
fied in paragraph (c) of this section 
when: 

(1) The transmitter is capable of 
being adjusted for efficient use with an 
actual ship station transmitting an-

tenna meeting the requirements of 
§ 80.876; and 

(2) The transmitter has been dem-
onstrated capable, with normal oper-
ating voltages applied, of delivering 
not less than 8 watts of carrier power 
into 50 ohms effective resistance over 
the frequency band specified in 
§ 80.871(d). An individual demonstration 
of the power output capability of the 
transmitter, with the radiotelephone 
installation normally installed on 
board ship, may be required; and 

(3) It is certificated as required by 
subpart F of this part. 

[51 FR 31213, Sept. 2, 1986, as amended at 63 
FR 36607, July 7, 1998]

§ 80.874 VHF radiotelephone receiver. 

(a) The receiver used for providing 
the watch for navaigational safety re-
quired by § 80.313 must be certificated 
by the Commission and capable of ef-
fective reception of G3E emission on 
the frequencies required by § 80.871(d) 
when connected to the antenna speci-
fied in § 80.876. 

(b) The receiver must have a usable 
sensitivity of 0.5 microvolts. 

(c) The receiver must deliver ade-
quate audio output power to be heard 
in the ambient noise level likely to be 
expected on board ships with a loud-
speaker and/or a telephone handset. 

(d) In the simplex mode when the 
transmitter is activated the receiver 
output must be muted. 

[51 FR 31213, Sept. 2, 1986, as amended at 63 
FR 36607, July 7, 1998]

§ 80.875 VHF radiotelephone power 
supply. 

(a) There must be readily available 
for use under normal load conditions a 
power supply sufficient to simulta-
neously energize the VHF transmitter 
at its required antenna power, and the 
VHF receiver. Under this load condi-
tion the voltage of the source of energy 
at the power input terminals of the 
VHF radiotelephone installation must 
not deviate from its rated value by 
more than 10 percent on ships com-
pleted on or after March 1, 1957, nor by 
more than 15 percent on ships com-
pleted before that date. 
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